
Directory of Revisions 2010 Addendum 
 
Part 1 
 

 2.8.1 l) 
Revised wording to agree with ASME, Section I, PFT-47.1 

 4.5.6 a) 
Added wording regarding pressure relief device discharge piping 

 5.3.6 g) 
Added wording regarding pressure relief device discharge lines 
 

Part 2 
 

 2.2.12.3 
Added wording to address dead air spaces for watertube boilers 

 2.12.8 
Revised wording to make language independent of measuring units 

 S1.6 
Added new wording to address safety valves in locomotive boilers 

 S6.13.4 
Added wording to address internal visual inspections to cargo tanks 
 

Part 3 
 4.4.1 e) 

Added wording to address examination methods applicable to repairs 
 4.4.2 c) 

Added wording to address examination methods applicable to alterations 
 S1.1.3.1 

Added specifications for Bolts and Studs for Steam Locomotive Boilers 
 S1.2.9.8 

Added wording to address flues in Steam Locomotive Boilers 
 S1.2.11.2 

Revised wording to address fireboxes and other stayed surfaces in Steam Locomotive 
Boilers 

 S1.2.11.6 
Added wording to address flue holes in Steam Locomotive Boilers 

 S3.3.6 
Revised wording regarding surface repair in graphite pressure vessels 

 S3.5.1 g) 
Revised wording regarding the use of acetone on graphite pressure vessels 

 S3.5.3.1 2) e) and h) 
Revised wording regarding the use of acetone on graphite pressure vessels 

 


